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technical specification

technical specification

operating temperature (°C)
operating overpressure (MPa)
testing overpressure (MPa)
nominal heating exchange area (f)
real heating exchange area (f)
operating weight (kg)

total weight (kg)

figure table

TWK 6
1406
175
275
750
500
1608
350
2700
538
650
water outlet DN20

measurement
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sludge washing DN32
Branches 1 / water - outlet (DN100/PN10)
Branches 2 / water - inlet (DN100/PN10)
Branches 3 / sludge - inlet (DN100/PN10)
Branches 4 / sludge - outlet (DN100/PN10)

deaeration / sludge washing DN32
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water deaeration DN15

TWK 12

1411

190

305

1050

650

1696

550

2800

685

655

water outlet DN20
sludge washing DN40
Branches 1 / water - outlet (DN100/PN10)
Branches 2 / water - inlet (DN100/PN10)
Branches 3 / sludge - inlet (DN150/PN10)
Branches 4 / sludge - outlet (DN150/PN10)
deaeration / sludge washing DN40

water deaeration DN 15

TWK 18

1511

210

325

1260

750

1800

650

3000

747

710

water outlet DN20
sludge washing DN40
Branches 1 / water - outlet (DN100/PN10)
Branches 2 / water - inlet (DN100/PN10)
Branches 3 / sludge - inlet (DN150/PN10)
Branches 4 / sludge - outlet (DN150/PN10)
deaeration / sludge washing DN40

water deaeration DN15




